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No hassle 
warranty
No waiting. 

No shipping  
charges.

Our commitment to 
high-quality products 
and customer service 
is demonstrated by 
our industry exclusive  
“No Hassle” warranty.  
In the unlikely event 
that an Amprobe Test 
Tool requires warranty 
service, any of our 
local dealers are 
authorized to replace 
it, on the spot.

(note: $500 MSLP limit)

TR300
Temperature and Relative 
Humidity Data Logger
The Amprobe TR300 temperature and humidity data logger 
is designed to monitor indoor air quality in one compact size 
unit. The housing includes a wall-mount hook for easy instal-
lation. It has a large digital triple display and audible and 
visible alarms. Plus a fast responding sensor and electronics 
to help monitor the relative humidity and temperature of the 
indoor air.

The TR300 has capacity to store 16,000 readings and ships 
with the unique Amprobe Download Suite software. Set up 
these parameters for recording: Sample interval timing, Start/
Stop, Dare and Time, HI/LO Alarm threshold, Unit Selection 
and number of Memory points. Download Suite software 
works with all Amprobe devices and stores the data from the 
TR300 for further analysis.

Instrument for indoor air quality monitoring■■

Temperature / RH in one model■■

Wall mountable, self-standing or tripod mountable■■

Extra large digital display■■

Displays Temperature, RH plus Real time date/hour stamp■■

Air Temperature or Dew Point (DP) display and Celsius/■■

Fahrenheit are selectable

Offers both visible LEDs plus audible warnings to monitor ■■

IAQ condition

Small size design with USB interface■■

Memory points selection : 1000, 2000, 4000, 6000, ■■

8000,12000,16000

Includes USB Cable, Amprobe’s Download Suite Software ■■

CD, Table Feet, User Manual, Batteries
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TR300 Temperature and Relative Humidity Data Logger

Specifications
General

Range	 Relative Humidity	 0 to 100% 
Temperature	 -20 to 70°C (-4 to 158°F)

Accuracy	 Relative Humidity	 ±3% @ 10~90%; ±5% @ others 
Temperature	 ±0.6°C (±1°F) @ 0–50°C (32°F–122°F); ±1.2°C (±2°F) @ others

Resolution	 Temperature	 0.1°C/ 0.1°F 
Humidity	 0.1%

Battery Life	 150 Hours

Electrical	

Battery	 4 ea AA batteries included

Mechanical	

Dimension	 175 x 42 x 16 mm (6.89 x 1.65 x 0.63 in)

Weight	 0.282 Kg (0.622 lb)

Case		 N/A

Environmental

Operating Humidity	 0-100% RH  

Operating Temperature	 -20 to 70°C (-4 to 158°F)

Storage Temperature	 -20 to 70°C (-4 to 158°F)

Agency Approvals &  
Certifications	 CE

Amprobe® Test Tools Europe
Amprobe Test Tools Europe 
Beha-Amprobe GmbH 
In den Engematten 14 
79286 Glottertal, Germany 
Tel.: +49 (0) 7684 8009 - 0

Amprobe® Test Tools
website: www.Amprobe.com 
email: info@amprobe.com 
Everett, WA 98203 
Tel: 877-AMPROBE



Diensten van EURO-INDEX

EURO-INDEX is fabrikant, importeur en distributeur van diverse A-merken op het gebied van test- en  
meetinstrumenten. Daarnaast leveren wij een groot aantal diensten om het gebruik van deze instrumenten 
in uw bedrijfsvoering te optimaliseren. Dit omvat uiteraard onderhoud, reparatie en kalibratie van de  
instrumenten, maar ook kennisdeling via de EURO-INDEX Academy en verhuur van instrumenten.

Geautoriseerd Service Centrum
EURO-INDEX b.v. is van alle vertegenwoordigde merken een 
Geautoriseerd Service Centrum. Dit betekent dat uw instrumenten 
worden behandelt door technici die zijn opgeleid door de fabrikant 
en beschikken over de juiste gereedschappen en software. Er 
worden uitsluitend originele onderdelen toegepast en de garantie 
van uw instrument, evenals de certificering (ATEX, EN50379, etc.) 
blijven intact. 

Kalibratielaboratorium
Ons moderne service- en kalibratielaboratorium beschikt over een 
RvA accreditatie naar NEN-EN-ISO/IEC 17025. Deze accreditatie 
geldt voor grootheden, zoals gespecificeerd in de 
scope bij accreditatienummer K105.

Mobiele Service
Naast de vaste kalibratielaboratoria in Capelle aan den IJssel en  
Zaventem beschikken wij ook over een laboratorium op wielen 
met de naam “Mobiele Service”. Dit biedt vertrouwde 
service en kwaliteit, bij u voor de deur!

KWS®

KWS® is een uniek servicesysteem voor uw meetinstrumenten  
met periodiek onderhoud en kalibratie tegen vaste, lage kosten. 
Via een gratis webportal (mijnkws.nl) heeft u altijd 
en overal beschikking over uw kalibratiecertificaten.

Verhuur van meetinstrumenten
	� Uitgebreid assortiment
	� Nauwkeurigheid aantoonbaar door actueel kalibratiecertificaat
	� Deskundig advies
	� Complete levering inclusief accessoires

EURO-INDEX Academy
	� Trainingen (individueel en klassikaal)
	� Cursussen en workshops
	� Demonstratie- en instructievideo’s
	� Whitepapers

Wijzigingen voorbehouden EURO-INDEX® NL 21004

Servicebalie Onderhoud, reparatie en kalibratie Cursussen en workshops Mobiele Service

Kijk voor een overzicht van al onze 
diensten op euro-index.nl/diensten

http://www.euro-index.nl
http://www.euro-index.nl
mailto:verkoop%40euro-index.nl?subject=
https://www.euro-index.nl/nl/kwaliteit/
https://www.rva.nl/
https://www.euro-index.nl/nl/diensten-van-euro-index/
https://www.euro-index.nl/nl/onderhoud-reparatie-en-kalibratie/mijn-kws/
https://www.euro-index.nl/nl/onderhoud-reparatie-en-kalibratie/mobiele-service/
https://www.euro-index.nl/nl/euro-index-academy/cursussen-workshops/
https://www.euro-index.nl/nl/kalibratielaboratorium/
https://www.euro-index.nl/nl/servicebalie/
https://www.euro-index.nl/nl/diensten-van-euro-index/
https://www.euro-index.nl/nl/over-ons/
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