
FERROPHON  FG 50®

The ready-to-use package solution 
for pipeline and water leak locating 
in buildings
compact – precise – efficient

®AQUAPHON  AF 50



®This complete package solution based on the AQUAPHON  
®and FERROPHON  series offers the detection professional a 

range of possibilities for precisely pinpointing pipelines and leaks 
®in buildings. The package includes an AQUAPHON  AF 50 

®receiver and FERROPHON  FG 50 generator. A sturdy case 
offers sufficient space to safely store the system components and 
can even be used to charge an FG 50 generator, an AF 50 recei-
ver  and  headphones  at  the  same  time.

Compact FG 50 generator

The FG 50 generator is used to transmit alternating current along 
metallic lines. With a maximum output of 1 W and thanks to its 
compact and lightweight design, the FG 50 generator is ideal for 
use in buildings. Different frequencies (512 Hz, 1.1 kHz or 9.95 kHz) 
are available depending on the detection task. When in operation, 
the device shows the power setting, selected frequency, charge 
status  and  output  current.

Efficient AF 50 receiver

The AF 50 receiver was designed especially for pinpointing pipe-
lines  and  leakages  in  buildings. 

Thanks to its compact design and low weight, the AF 50 is per-
fect for everyday use. The integrated belt clip and EA carry-
ing strap offer maximum comfort when carrying, enabling users to 
work  for  a  long  time  without  tiring. 

The AF 50 receiver's powerful rechargeable battery enables users 
to  work  for  days  without  needing  to  recharge. 

When a microphone or search coil is connected, the AF 50 re-
cognises them and automatically switches to the right opera-
ting status – the system is ready for use as soon as a component is 
attached.

Accurately pinpointing pipelines
The FG 50 generator was designed specifically for pinpointing 
metallic pipelines in buildings. To do this, the FG 50 is connected 
directly to the pipeline to be located. Attachment points include 
things like fittings, etc. The galvanic connection is made using 
cables and terminal clamps. Pipelines can also be energized 
over greater distances with the help of the cable coil with 25 m 
measurement  cable. 

Switching on the FG 50 generator will create an electromagne-
tic field around the pipeline. This field can then be detected by the 
AF 50 receiver and SK 3  search coil. The signal strength is dis-
played on the AF 50 receiver screen and the locating signal can 
be  heard  clearly  through  the  F8  wireless  headphones.

®AQUAPHON ®· AF 50  FERROPHON  FG 50



compact – precise – efficient

Accurately pinpointing leaks

Leaks can be pinpointed safely and efficiently with the help of the 
AF 50 receiver and connected UM 50 universal microphone. 
A range of accessories (e.g. probe tips, contact adapters or tripods) 
for optimum connection to different contact points or to the ground 
are available. Sophisticated filter technology allows individual 
adjustment of frequency ranges in order to reduce sound inter-
ference. The F8 wireless headphones provides excellent play-
back  of  recorded  sounds.

Your benefits of the AF 50 and FG 50 

package solution
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Optimised package solution for professional installers 
for pinpointing pipelines and acoustic water leakage in 
buildings

FG 50 generator and AF 50 receiver as well as system 
components included in a sturdy case

Excellent sound quality when pinpointing water leaks 
thanks to outstanding microphone technology

Accurate pinpointing thanks to easy-to-handle SK 3 
search coil

Outstanding sound quality thanks to comfortable F8 
wireless headphones

User-friendly water leak detection in buildings thanks to 
wide range of accessories

Reliable galvanic connection of FG 50 generator thanks 
to specially designed set of cables

Effortless carrying of AF 50 receiver on a belt

Professional pipeline detection (even long pipelines) 
when using 25 m cable coil
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The Universal set of cables includes all of the components for 
connecting  to  the  FG 50.

Splitter cable

Cable coil 25 m

Measurement cable 1 m

Red and black terminal clamps

Earthing spike
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The SK 3 search coil is ideal for pinpointing hidden metallic pipe-
lines in buildings. With a receiving frequency of between 50 Hz 
and 9.95 kHz, it is perfect for this task. Pinpointing using the mini-
mum and maximum method is possible depending on the orien-
tation  of  the  SK 3  to  the  energized  line.

The SK 10 system case offers sufficient space to safely hold all 
the components. The AF 50 receiver, FG 50 generator and F8 
wireless  headphones  can  all  be  charged  simultaneously.

Components

Distinguishing features of the UM 50 universal microphone are 
its wide frequency response and extreme sensitivity. This makes 
the UM 50 perfect for recording even the quietest noise, even 
inside buildings. Leaks can be detected even in difficult to access 
areas  in  buildings  with  just  a  few  short  keystrokes.

Please contact us for a comprehensive quotation, including additional technical specifications and information on accessories.

Subject to technical changes.
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Diensten van EURO-INDEX

EURO-INDEX is fabrikant, importeur en distributeur van diverse A-merken op het gebied van test- en  
meetinstrumenten. Daarnaast leveren wij een groot aantal diensten om het gebruik van deze instrumenten 
in uw bedrijfsvoering te optimaliseren. Dit omvat uiteraard onderhoud, reparatie en kalibratie van de  
instrumenten, maar ook kennisdeling via de EURO-INDEX Academy en verhuur van instrumenten.

Geautoriseerd Service Centrum
EURO-INDEX b.v. is van alle vertegenwoordigde merken een 
Geautoriseerd Service Centrum. Dit betekent dat uw instrumenten 
worden behandeld door technici die zijn opgeleid door de fabrikant 
en beschikken over de juiste gereedschappen en software. Er 
worden uitsluitend originele onderdelen toegepast en de garantie 
van uw instrument, evenals de certificering (ATEX, EN50379, etc.) 
blijven intact. 

Kalibratielaboratorium
Ons moderne service- en kalibratielaboratorium beschikt over een 
RvA accreditatie naar NEN-EN-ISO/IEC 17025. Deze accreditatie 
geldt voor grootheden, zoals gespecificeerd in de 
scope bij accreditatienummer K105.

Mobiele Service
Naast de vaste kalibratielaboratoria in Capelle aan den IJssel  
en Zaventem beschikken wij ook over laboratoria op wielen met 
de naam “Mobiele Service”. Dit biedt vertrouwde 
service en kwaliteit, bij u voor de deur!

KWS®

KWS® is een uniek servicesysteem voor uw meetinstrumenten  
met periodiek onderhoud en kalibratie tegen vaste, lage kosten. 
Uw kalibratiecertificaten zijn digitaal beschikbaar 
via Mijn KWS (gratis webportaal en app).

Verhuur van meetinstrumenten
	� Uitgebreid assortiment
	� Nauwkeurigheid aantoonbaar door actueel kalibratiecertificaat
	� Deskundig advies
	� Complete levering inclusief accessoires

EURO-INDEX Academy
	� Trainingen (individueel en klassikaal)
	� Cursussen en workshops
	� Demonstratie- en instructievideo’s
	� Whitepapers

Wijzigingen voorbehouden EURO-INDEX® NL 24005

Servicebalie Onderhoud, reparatie en kalibratie Cursussen en workshops Mobiele Service

Kijk voor een overzicht van al onze 
diensten op euro-index.nl/diensten

http://www.euro-index.nl
http://www.euro-index.nl
mailto:verkoop%40euro-index.nl?subject=
https://www.euro-index.nl/nl/kwaliteit/
https://www.rva.nl/
https://www.euro-index.nl/nl/diensten-van-euro-index/
https://www.euro-index.nl/nl/onderhoud-reparatie-en-kalibratie/mobiele-service/
https://www.euro-index.nl/nl/euro-index-academy/cursussen-workshops/
https://www.euro-index.nl/nl/kalibratielaboratorium/
https://www.euro-index.nl/nl/servicebalie/
https://www.euro-index.nl/nl/diensten-van-euro-index/
https://www.euro-index.nl/nl/over-ons/
https://www.euro-index.nl/nl/onderhoud-reparatie-en-kalibratie/mijn-kws/

	Seite 3
	Seite 4
	Seite 5
	Seite 6
	EURO-INDEX_Bijlage externe folders_VL18001.pdf
	Bladwijzer 1


	Knop 40: 
	Knop 41: 
	Knop 42: 
	Knop 43: 
	Knop 44: 


