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Automatic Test Sets ATS 503/501 
The test sets ATS 503 and ATS 501 can be used to carry out device inspections and adjustments 

to gas concentration measuring devices EX-TEC® PM 580, 550, 500 and 400 reliably and 

extremely efficiently. 

 

 

 

The ATS test set can be operated in three modes: 

 

If the test set is operated in Automatic operating mode, all the device inspections that are due will 

be performed automatically as soon as a device is inserted into the test set that is switched on. 

Only the device condition subtest must be completed manually by the user.  

If the Timer operating mode is selected, the device inspections start at a freely adjustable time.  

If a measuring device fails the device inspection, adjustment can also be carried out automatically 

from the test set in these two operating modes.  

 

In the Manual operating mode, the user starts the device inspection by pressing the key. The 

device inspection can be performed in two variants for the gas warning range: using a test gas 

and time-saving bump test or with an indication accuracy test. 
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Because the rechargeable batteries for the measuring devices are automatically charged in the 

test set, a device that stays in an ATS in the Timer operating mode overnight is ready for use 

within a very short time the next morning.   

 

All the device inspections performed by the test set are stored as protocols both in the test set 

and in the device, making it easy to understand.   

 

The device can be configured easily using the Sewerin GasCom free-of-charge software. In 

addition to the configuration of the general settings, these can also manage different device 

users, test gases and read out protocols. 

 

The ATS 503 and ATS 501 test sets differ in the number of test gas connections. 

 

  

The ATS 503 features a total of three test gas 

connections. 

A test gas can can be connected to the  

ATS 501. 

 

With the use of separately available adapters, however, test gas bottles can also be connected 

to the test gas connections for test gas cans and cans can be connected to the test gas 

connection for bottles. 

 

Product variants: 

 Test set ATS 503 Test set ATS 501 

Test gas connections 2 for test gas cans 

1 for test gas bottles  

(CEJN connection) 

1 for test gas cans 

Applications Warning, Measuring, Structure Warning, Measuring 

Operating modes Manual, Automatic, Timer Manual, Automatic, Timer 

Automatic adjustment in case 

of error for Automatic and 

Timer operating modes 

Yes Yes 

Air connection with CO2 filter Yes Yes 

Test gas connection with 

conditioner 

Yes, 1 connection, marked No 

Operating voltage 12 V DC 12 V DC 

Data communication USB USB 
 

 

 

 

 

Please contact us for a comprehensive quote, including additional technical specifications and information on accessories. 
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Diensten van EURO-INDEX

EURO-INDEX is fabrikant, importeur en distributeur van diverse A-merken op het gebied van test- en  
meetinstrumenten. Daarnaast leveren wij een groot aantal diensten om het gebruik van deze instrumenten 
in uw bedrijfsvoering te optimaliseren. Dit omvat uiteraard onderhoud, reparatie en kalibratie van de  
instrumenten, maar ook kennisdeling via de EURO-INDEX Academy en verhuur van instrumenten.

Geautoriseerd Service Centrum
EURO-INDEX b.v. is van alle vertegenwoordigde merken een 
Geautoriseerd Service Centrum. Dit betekent dat uw instrumenten 
worden behandeld door technici die zijn opgeleid door de fabrikant 
en beschikken over de juiste gereedschappen en software. Er 
worden uitsluitend originele onderdelen toegepast en de garantie 
van uw instrument, evenals de certificering (ATEX, EN50379, etc.) 
blijven intact. 

Kalibratielaboratorium
Ons moderne service- en kalibratielaboratorium beschikt over een 
RvA accreditatie naar NEN-EN-ISO/IEC 17025. Deze accreditatie 
geldt voor grootheden, zoals gespecificeerd in de 
scope bij accreditatienummer K105.

Mobiele Service
Naast de vaste kalibratielaboratoria in Capelle aan den IJssel  
en Zaventem beschikken wij ook over laboratoria op wielen met 
de naam “Mobiele Service”. Dit biedt vertrouwde 
service en kwaliteit, bij u voor de deur!

KWS®

KWS® is een uniek servicesysteem voor uw meetinstrumenten  
met periodiek onderhoud en kalibratie tegen vaste, lage kosten. 
Uw kalibratiecertificaten zijn digitaal beschikbaar 
via Mijn KWS (gratis webportaal en app).

Verhuur van meetinstrumenten
	� Uitgebreid assortiment
	� Nauwkeurigheid aantoonbaar door actueel kalibratiecertificaat
	� Deskundig advies
	� Complete levering inclusief accessoires

EURO-INDEX Academy
	� Trainingen (individueel en klassikaal)
	� Cursussen en workshops
	� Demonstratie- en instructievideo’s
	� Whitepapers

Wijzigingen voorbehouden EURO-INDEX® NL 24005

Servicebalie Onderhoud, reparatie en kalibratie Cursussen en workshops Mobiele Service

Kijk voor een overzicht van al onze 
diensten op euro-index.nl/diensten
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